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 990.41
ASTM G93- 3  

F 威卡（WIKA）标准（< 1,000 mg/m2）
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 ■ 禁油禁脂处理，等级 D, < 220 mg/m² 1)

禁油禁脂处理，等级 C, < 66 mg/m² 1)

禁油禁脂处理，适用于氧应用，< 66 mg/m²
无硅，包装密封

 ■
 ■
 ■

1) 符合ASTM G93-03 和 ISO 15001标准
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DIN EN 1092-1 DN 15 B1 B2
C
D
E

（榫面）
（槽面）
（带B1形凸面）
（带B2形凸面）
（带B1形凹面）
（带B2形凹面）
（O形圈榫面）
（O形圈槽面）

E
F
F
G
H

DN 20

DN 25

DN 40

DN 50

ASME B16.5 " RF 125 ... 250 AA RFSF

¾"

1"

1 ½"

2"

2 ½"

JIS DN 25A - RF 125 … 250 AA

DN 40A

DN 50A

½

小榫面
大榫面

环连接面

小槽面
大槽面
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     °C [°F]
1)

1.4404 (316L) 1.4404 (316L) 1.4404 / 1.4435 (316L) 400 [752]

1.4539 (904L) 1.4539 (904L)
1.4541 (321) 1.4541 (321)
1.4571 (316Ti) 1.4571 (316Ti)

ECTFE ECTFE 150 [302]
260 [500]

1.4404 (316L) 400 [752]
1.4404 (316L) Wikaramic®

C22 (2.4602) C22 (2.4602) 260 [500]
C276 (2.4819) C276 (2.4819) 400 [752]

Inconel 600 (2.4816) Inconel 600 (2.4816)
Inconel 625 (2.4856) Inconel 625 (2.4856)
Incoloy 825 (2.4858) Incoloy 825 (2.4858)

400 (2.4360) 400 (2.4360)
200 (2.4060, 2.4066) 200 (2.4060, 2.4066) 260 [500]

2  (3.7035) 2  (3.7035) 150 [302]
2  (3.7035) 2  (3.7035)
7  (3.7235) 11  (3.7225) 300 [572]

1.4435 (316L) 1.4435 (316L) 1.4435 (316L) 400 [752]

1.4539 (904L) 1.4539 (904L) 1.4539 (904L)

1.4541 (321) 1.4541 (321) 1.4541 (321)

1.4571 (316Ti) 1.4571 (316Ti) 1.4571 (316Ti)

2205 (1.4462) 2205 (1.4462) 2205 (1.4462) 300 [572]
 (1.4410)  (1.4410)  (1.4410)

C22 (2.4602) C22 (2.4602) C22 (2.4602) 400 [752]
C276 (2.4819) C276 (2.4819) C276 (2.4819)

Inconel 600 (2.4816) Inconel 600 (2.4816) Inconel 600 (2.4816)
Inconel 625 (2.4856) Inconel 625 (2.4856) Inconel 625 (2.4856)
Incoloy 825 (2.4558) Incoloy 825 (2.4858) Incoloy 825 (2.4858)

400 (2.4360) 400 (2.4360) 400 (2.4360)
200 (2.4060, 

2.4066)
200 (2.4060, 2.4066) 200 (2.4060, 2.4066)

2  (3.7035) 2  (3.7035) 2  (3.7035)
7  (3.7235) 7  (3.7235) 11  (3.7225)

2)

PFA FDA
PFA

PFA FDA

PFA

1) 
2) 



其他版本

 ■ 符合NACE 1) MR 0175 / ISO 15156标准，适用于油气生产中含H2S的环境
符合NACE 1) MR 0103 / ISO 17945标准，耐硫化物应力开裂的金属
带预体积爆燃阻火器2) 连接到爆炸0区 (EPL Ga)；型号910.21；参见数据资料；AC 91.02

 ■
 ■

1) NACE标准的基本信息；参见数据资料IN 00.21
仅适用于安装有Ex认证的压力测量仪器的隔膜密封系统2)
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EAC

- CRN
...

- MTSCHS

2.2 EN 10204

3.1 EN 10204

生产许可



第6/7页 威卡（WIKA）数据资料 DS 99.32 · 11/2021

mm [in]

11
57

17
81

.0
1

ASME B 16.5 RF 125 ... 250 AA

Mb
D
b

f
k
G
x

1) D

DN 等级 尺寸mm [in] G1 x
Mb D b d3 f k

½" 150 89 [3.504] 150 [5.906] 37 [1.467] 34.9 [1.374] 2 [0.079] 60.3 [2.374] ½"-13 UNC 4
300 89 [3.504] 150 [5.906] 36 [1.417] 34.9 [1.374] 2 [0.079] 66.7 [2.656] ½"-13 UNC 4
400/600 89 [3.504] 150 [5.906] 40 [1.575] 34.9 [1.374] 7 [0.276] 66.7 [2.656] ½"-13 UNC 4

¾" 150 89 [3.504] 150 [5.906] 35 [1.378] 42.9 [1.689] 2 [0.079] 69.9 [2.752] ½"-13 UNC 4
300 89 [3.504] 150 [5.906] 34 [1.339] 42.9 [1.689] 2 [0.079] 82.6 [3.252] ⅝"-11 UNC 4
400/600 89 [3.504] 150 [5.906] 40 [1.575] 42.9 [1.689] 7 [0.276] 82.6 [3.252] ⅝"-11 UNC 4

1" 150 89 [3.504] 150 [5.906] 32 [1.26] 50.8 [2] 2 [0.079] 79.4 [3.126] ½"-13 UNC 4
300 89 [3.504] 150 [5.906] 32 [1.26] 50.8 [2] 2 [0.079] 88.9 [3.5] ⅝"-11 UNC 4
600 89 [3.504] 150 [5.906] 37 [1.467] 50.8 [2] 7 [0.276] 88.9 [3.5] ⅝"-11 UNC 4

1 ½" 150 89 [3.504] 150 [5.906] 30 [1.181] 73 [2.874] 2 [0.079] 98.4 [3.874] ½"-13 UNC 4
300 89 [3.504] 155 [6.102] 36 [1.417] 73 [2.874] 2 [0.079] 114.3 [4.5] ¾"-10 UNC 4
400/600 89 [3.504] 155 [6.102] 40 [1.575] 73 [2.874] 7 [0.276] 114.3 [4.5] ¾"-10 UNC 4

2" 150 89 [3.504] 150 [5.906] 28 [1.102] 92.1 [3.626] 2 [0.079] 120.7 [4.752] ⅝"-11 UNC 4
300 89 [3.504] 165 [6.496] ¹⁾ 28 [1.102] 92.1 [3.626] 2 [0.079] 127 [5] ⅝"-11 UNC 8
400/600 89 [3.504] 165 [6.496] ¹⁾ 33 [1.299] 92.1 [3.626] 7 [0.276] 127 [5] ⅝"-11 UNC 8
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NACE

NACE 0

© 03/2012 WIKA Alexander Wiegand SE & Co.KG   

mm [in]

11
57

17
81

.0
1

Mb
D
b

f
k

x

DIN EN 1092-1 B1

+86 400 9289600
+86 512 6878 0300

400@wikachina.com
www.wika.cn

11
/2

02
1 

C
N

DN PN
(MPa)

尺寸 mm [in] G1 x

Mb D b d3 f k
15 89 [3.504] 150 [5.906] 34 [1.339] 45 [1.772] 2 [0.079] 65 [2.559] M12 4

89 [3.504] 150 [5.906] 32 [1.26] 45 [1.772] 2 [0.079] 75 [2.953] M12 4
20 89 [3.504] 150 [5.906] 33 [1.229] 58 [2.283] 2 [0.079] 75 [2.953] M12 4

89 [3.504] 150 [5.906] 33 [1.299] 58 [2.283] 2 [0.079] 90 [3.543] M16 4
25 89 [3.504] 150 [5.906] 32 [1.26] 68 [2.677] 2 [0.079] 85 [3.346] M12 4

89 [3.504] 150 [5.906] 32 [1.26] 68 [2.677] 2 [0.079] 100 [3.937] M16 4
40 89 [3.504] 150 [5.906] 32 [1.26] 88 [3.465] 2 [0.079] 110 [4.331] M16 4

89 [3.504] 170 [6.693] 40 [1.575] 88 [3.465] 2 [0.079] 125 [4.921] M20 4
50 89 [3.504] 165 [6.496] 35 [1.378] 102 [4.016] 2 [0.079] 125 [4.921] M16 4

89 [3.504] 180 [7.087] 26 [1.024] 102 [4.016] 2 [0.079] 135 [5.315] M20 4
89 [3.504] 195 [7.677] 28 [1.102] 102 [4.016] 2 [0.079] 145 [5.709] M24 4

1 ... 4
6.3 ... 10
1 ... 4
6.3 ... 10
1 ... 4
6.3 ... 10
1 ... 4
6.3 ... 10
1 ... 4
6.3
10


